
MANUFACTURED BY: 
KUMA STOVES INC 
50145 N OLD HWY 95 
RATHDRUM ID 83858 

Serial Number 
MODEL NAME: 

APPLEWOOD 

HOT WHILE IN OPERATION - DO NOT TOUCH -  
KEEP CHILDREN AND CLOTHING AWAY - CON-

TACT MAY CAUSE SKIN BURNS.  SEE NAMEPLATE AND INSTRUCTIONS.  
KEEP FURNISHINGS AND OTHER COMBUSTIBLE MATERIALS A CONSID-
ERABLE DISTANCE FROM THE APPLIANCE. DO NOT OVERFIRE - IF STOVE 
OR CHIMNEY CONNECTOR GLOWS, YOU ARE OVERFIRING.    INSPECT 

AND CLEAN CHIMNEY FREQUENTLY - UNDER CERTAIN CONDITIONS OF USE, CREO-
SOTE BUILDUP MAY OCCUR RAPIDLY. DO NOT PASS CONNECTOR PIPE THROUGH           
COMBUSTIBLE WALLS OR CEILINGS.  DO NOT OBSTRUCT BENEATH THE HEATER. 

CAUTION: 

Safety tested to UL 1482-2022   Report #’s  0123WS015S 

INSTALL AND USE ONLY IN ACCORDANCE WITH KUMA STOVES INSTALLATION 
AND OPERATION INSTRUCTIONS.  CONTACT LOCAL BUILDING OR FIRE OFFI-
CIALS ABOUT RESTRICTIONS AND INSTALLATION INSPECTION IN YOUR AREA.  
REFER TO INSTALLATION INSTRUCTIONS FOR PRECAUTIONS REQUIRED FOR 
PASSING A CHIMNEY THROUGH A COMBUSTIBLE WALL OR CEILING. 
 
COOK STOVE, SOLID FUEL TYPE, ALSO FOR USE IN MOBILE HOMES.  FOR USE 
WITH SOLID FUEL ONLY.  USE ONLY SEASONED CORDWOOD. DO NOT CONNECT 
THIS UNIT TO A FLUE SERVICING ANOTHER APPLIANCE.  DO NOT USE GRATE 
OR ELEVATE FIRE - BUILD WOOD FIRE  DIRECTLY ON FIREBRICK.  REPLACE 
GLASS ONLY WITH 5mm CERAMIC.   
 
USE ONLY LISTED CHIMNEY SYSTEMS THAT ARE 6” DIAMETER U.L. 103 TYPE 
HT, ALL FUEL, OR SOLID FUEL. MASONRY CHIMNEY SHOULD BE LISTED TO UL 
1777.  USE ONLY 24 MSG BLACK OR 25 MSG BLUED STEEL SINGLE WALL CON-
NECTOR FOR STANDARD CLEARANCE.  USE ONLY LISTED DOUBLE WALL CON-
NECTOR FOR REDUCED CLEARANCE, MOBILE HOMES. AND ALCOVES.   SEE 
DIAGRAMS FOR STANDARD AND REDUCED CLEARANCE DIMENSIONS. USE ON-
LY U.L. 1618 TYPE 1 (EMBER PROTECTION) OR TYPE 2 (R-VALUE 1.0) HEARTH 
PAD OR EQUIVALENT.  SEE DIAGRAM FOR HEARTH DIMENSIONS. TO BE IN-
STALLED AS A FREESTANDING COOKSTOVE WITH THE CLEARANCES IN THE 
MANUFACTURER'S INSTALLATION INSTRUCTIONS. NOT TO BE INSTALLED IN 
ANY FACTORY-BUILT FIREPLACE. 
 
This cookstove needs periodic inspection and repair for proper operation. Consult the owner’s 
manual for further information.  

Installation Clearance Connector A B C D E F G H M N P 

Residential Standard Single Wall 7 5 15.75 7.5 9.75 2 3.25 16  84  

Residential or 
Mobile home 

Reduced Double Wall 6.5 5 15.25 7.5 9.25 2 3.25 16  72  

Alcove Reduced Double Wall 6.5 5 15.25 7.5   3.25 16 38  60 

Floor Protection Alcove Installation 
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“U.S. ENVIRONMENTAL PROTECTION AGENCY This unit is not a certified residential wood heater. The primary 
use for this unit is for cooking or baking.”  
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OMNI-Test 
Laboratories Inc. 
Portland OR, 
USA 

ALL DIMENSIONS ARE IN INCHES. 

Type 1 Ember  
Protection 

Ceiling (non-Alcove) 

N 

Stove face cannot be recessed 
more than 6” behind alcove face 

 


